## RON THOMPSON MACHINERY CO. LTD.

New and Used Machine Tools
Unit 6 Partons Road Indus. Estate Partons Road Kings Heath Birmingham B14 6TA Telephone +44 (0)1564-773351
www.ronthompsonmachinery.co.uk
E-Mail: sales@ronthompsonmachinery.co.uk

## SPECIFICATION

## AJAX LAGUN TURRET MILLING MACHINE

| Model | AJT. 4 |
| :--- | :--- |
| Serial number | 24634 B 41335 |
| Year (approx.) | 1990 |
|  |  |
| TABLE | $1372 \times 280 \mathrm{~mm}$ |
| Table size | $3 \times 16 \mathrm{~mm}$ |
| T slots, number and width | 63 mm |
| Distance between slots |  |
| TRAVERSES | 800 mm |
| Longitudinal travel | 345 mm |
| Cross traverse | 400 mm |
| Vertical traverse (knee) | 570 mm |
| Ram adjustment |  |
|  |  |
| FEEDS | 12 |
| Number | $12-576 \mathrm{~mm} / \mathrm{min}$ |
| Longitudinal and cross | $4-171 \mathrm{~mm} / \mathrm{min}$ |
| Vertical |  |
| RAPID FEEDS | $1900 \mathrm{~mm} / \mathrm{min}$ |
| Longitudinal and cross | $570 \mathrm{~mm} / \mathrm{min}$ |
| Vertical |  |
|  |  |
| VARIABLE SPEED HEAD | $50-3750 \mathrm{rpm}$ |
| Spindle speeds (Inf. Variable) | 90 degrees |
| Head swivels to left and right | 45 degrees |
| Head tilts forwards and backwards | $0,04-0,08-0,16 \mathrm{~mm}$ |
| Spindle feed per revolution | ISO 40 |
| Spindle taper | 127 mm |
| Quill travel | $130-700 \mathrm{~mm}$ |
| Min. / Max. distance between spindle centre and machine body | 415 mm |
| Maximum distance from spindle to table | 2.2 kW |
| Spindle drive motor |  |
|  |  |
| Weight |  |
|  |  |
| Machine complete with :- |  |
| Swivelling head. Variable speed head. |  |
| Power and rapid feeds to longitudinal, cross and vertical. |  |
| 2 axis ANILAM Wizard D.R.O. Interlocked Spindle guard and positional telescopic safety trip. |  |
| PRICE |  |
|  |  |

[^0]
[^0]:    N.B.

    Whilst every effort has been made to ensure that the above information is accurate it is not guaranteed.
    We advise prospective purchasers to check any vital details.
    Health and Safety At Work Act 1974: It is not reasonably practical for ourselves as suppliers to ensure that for your application the goods comply with requirements of the Act with respect to guarding etc. Prospective purchasers should ensure that a guarding specialist inspect the goods prior to use.

